TELIS 6020 is a new range of alternative voltage transducers :

e Its graphic screen display, and it's joystick make it an user-friendly and easily programmable device.
e Its USB front face socket enables a very simple programmation with PC.

¢ Its cutting edge technology allows TELIS 6020 to have exceptional characteristics.

¢ Its output configurations, fitted to market, allow to give solutions to all applications.

e TELIS 6020 is designed in JM concept case unplugable from its DIN RAIL wiring base : BASELIMNE.

M Concept CMV Steck GmbH

m

RheinstralRe 92 Mail: info@cmv-steck.de Tel.: 07275 988 684-0
D-76870 Kandel Web: www.cmv-steck.de Fax: 07275 988 684-9

une vision d'avancecaea



mailto:info@cmv-steck.de

[

TELIS 6020 is declined in two ranges :
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TELIS 6020

e Transmitters with graphic screen display, progammation joystick, and USB front face socket
e Transmitters without graphic screen display, nor progammation joystick, but with USB front face socket

OUTPUT 1 | OUTPUT 2 OTHER OUTPUTS COM. CASE WIDTH REFERENCES

V\IRI%EEEX(;E?C ALTERNA;&\F{STVOLTAGE CURRENT | CURRENT RS485 Vé'ém?g

DISPLAY REQUENCY i OR OR 1RELAY | 2RELAYS | ~2 o8 | 22.5mm 45 mm =
TELIS 602000 - <@ @ TELIS 6020T0
TELIS 6020U1 @ - - - TELIS 6020T1
TELIS 602002 o <@ - - <@ TELIS 6020T2
TELIS 612000 - - - - TELIS 6120T0
TELIS 6120U1 - o ) @ <@ TELIS 6120T1

PLUGGABLE / UNPLUGGABLE

WIRING BASE UNDER HEAT

BASELINE WIRING BASE

| SUPPLY LIGHT

GRAPHIC DISPLAY {ACCORDING TO REFERENCES)

i
]
PROGRAMMING JOYSTICK |

USB SOCKET ON FRONT FACE
(viaUSBLIMNE)

All TELIS 6020 are delivered with their wirnig base BASELIMNE BLO1ALV.
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TELIS 6020 is an alternative voltage transmitter offering one or two voltage or current outputs,

TELIS 6020 : RANGE

1 or 2 relay outputs.

TELIS 6020 has also a RS485 modbus and an USB front face socket allowing a very simple
programmation with PC.The free sofware SETLIMNE enables a very simple product configuration,
and to save configurations, etc....

TELIS 6020 : FUNCTIONS

DISPLAY
INPUT DISPLAY
OUTPUTS DISPLAY

PROGRAMMATION
INPUT

CUT OFF
SIMULATION

OUTPUTS ASSIGN
RELAYS ASSIGN
OUTPUTS LIMIT
MEMORISATION
ALARMS RESET

ALARMS MEMORISATION
USsB

MAPPING

INPUT SCALE FACTOR
OUTPUT SCALE FACTOR
MINI / MAXI MEMORY

THRESHOLD

LCD graphic screen display

LCD graphic screen enables to display, the inputs in physical or programmed value.

LCD graphic screen enables to display, outputs in physical value or in percent, it
displays also alarms status.

Programmation with 5 ways JOYSTICK on front face
Alternative voltage.
Cut OFF setting.

Simulation function allows action concerning analogue, relays, digital, outputs (RS485
& USB) and the display separately from the input and without disconnecting input or
ouptuts.

Using this function TELIS 6020 is able to calibrate.

Analogue outputs can be separately assigned on voltage or frequency.
Relays outputs can be separately assigned on voltage or frequency.

Open the possibility of outputs limitation — High Limitation or Low Limitation.
Open the possibility to memorise the last measured value in case of error.
Separately on each alarm.

Separately on each alarm.

USB front face socket enables to connect with PC (via USBLIMNE) for a very simple
device configuration.

Modbus address mapping enables to choose your own parameter address and decrease
response time.

Enables to provide a magnifying effect on input in manual or in automatic calibration.
Enables to provide a magnifying effect on outputs and display.
Maxi and mini measurement value memorizing

Simple mode or band-mode with positive or negative safety.Threshold, hysteresis
and temporization adjustment (separately from the rise or the fall). Direct access to
the thresholds. Alarm memorizing and alarm deleting.
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TELIS 6020 : CHARACTERISTICS

i

VOLTAGE (AC)

Scales

VT ratio

Adjustable Cut off
Minimum measurable signal

Maximum measurable signal

Impedance
FREQUENCY
CURRENT OUTPUT 1/ 2

VOLTAGE OUTPUT 1/ 2

COMMUNICATION

RELAY OUTPUT
IMPEDANCE

Current output 1 & 2

oltage output 1 & 2

Precision class

Measurement TRMS
Analogue/digital input conversion
Analogue/digital output conversion
Sampling frequency

Acquisition Input time

Analogue output response time

Thermal drift

Residual ri

0/5V ; 0/10V ; 0/20V ; 0/50V ; 0/100V ; 0/250V ; 0/500V ; 0/700V
Adjustable scales : From 0 to 700V

Primary : From 1V to 100KV / Secondary : From 1V to 700V

0 to 50 V

25mV on scale 0/5V ; 35mV on scale 0/10V ; 50mV on scale 0/20V
250mV on scale 0/50V ; 1V on scale 0/100V ; 2V on scale 0/250V
3V on scale 0/500V ; 4V on scale 0/700V

6V on scale 0/5V ; 12V on scale 0/10V ; 24V on scale 0/20V

60V on scale 0/50V ; 115V on scale 0/100V ; 300V on scale 0/250V
600V on scale 0/500V ; 710V on scale 0/700V

13,5 MQ

From 44Hz to 66Hz

Standard scale : 0/10mA ; 0/20mA ; 4/20mA
Adjustable scale : From 0 to 20mA

Standard scale : 0/5V ; 1/5V ; 0/10V ; 2/10V
Adjustable scale : From 0 to 10V

USB on Front Face (via USB LINE)

RS 485 Modbus Jbus isolated on BRASELINE

1T / 2RT : 2A/250Vac

< 5509
> 4kQ

0.3
Till level 11

16 bits
16 bits

2000 Hz

<190ms
<110ms
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TELIS 6020 : OPTIONS REFERENCES

OPTIONS

EX2xTx-T

-/ 60Vac -  6x29Tx

TELIS 6020 : WIRING

POWER
VOLTAGE INPUT SUPPLY

POWER
SUPPLY

TELIS 6020U0, 6020T0, 6020U1, 6020T1, 6020U2, 6020T2 OUTPUTS WIRING

OUTPUT 1 OUTPUT 2 RS485

CURRENT OR VOLTAGE CURRENT OR VOLTAGE MODBUS

OUTPUTS

TELIS 6120U1 OR 6120T1 OUTPUTS WIRING

OUTPUT 1
CURRENT OR VOLTAGE RELAY

RS485
MODBUS

OUTPUTS

RELAY 1 RELAY 2

TELIS 6220U1, 6220T1, 6220U2 OU 6220T2 OUTPUTS WIRING

OUTPUT 1 OUTPUT 2 RS485

CURRENT OR VOLTAGE CURRENT OR VOLTAGE
OUTPUTS

RELAY 1 RELAY 2 RELAY 3 RELAY 4

OO0 OO0 O OO




' TELIS 6020 : DIMENSIONS AND TERMINALS

45mm CASE 22,50mm CASE
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TELIS 6020 : FACTORY SET UP

Input : 0/700V Relay (N/O ET 2C/0O)
Output 1 : 0..4..20mA Alarm High

Output 2 : 0..4..20mA Threshold : 1000
Output scale adjustment : 0/700V Modbus adress : 1

Digital output speed : 9600Bauds

Other adjustments on request

TGO06-ENG- Non contractual datasheet.




