ULCOS 800 F : FREQUENCY INPUT

ULCOS is a real concentrate of technology, mixing performance and versatility.
It is able to meet your high level expectation, for technical tender specifications.

Its affordable price allows you to meet your budget target.

10 years warranty, ULCOS is a reliable and long term solution for all your measures
conversion applications and signal insulation.

CMV Steck GmbH
Rheinstralle 92 Mail: info@cmv-steck.de Tel.: 07275 988 6840
D-76870 Kandel Web: www.cmv-steck.de Fax: 07275 988 684-9

www.cmv-steck.de
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INPUTS/OUTPUTS

INPUTS

Sinusoidal, square, triangular, trapézoldal : From 1V to 500V

From 1Hz to 1KHz

From 10Hz to 10KHz
From 100 Hz to 100KHz

15V /25 mA

OUTPUTS

Available scale : 0/20mA ; 4/20mA
Settable scale : From OmA to 22mA

Available scale : 0/10V
Settable scale : From 0 to 11V

1 RT — 500mA / 250V

FUNCTIONS 1/2

Green LCD no backlight

Input in real value or programmed value
Outputs in programmed value or percentage
Relays state

Allows providing a magnifying effect on output and on display

Programmation on front face with joystick 5 positions

Maximum and minimum measured values memorization

Input Offset setting on all inputs type
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FUNCTIONS 2/2

Simulation function allows action concerning analogue output, relays and display
separately from input and without disconnecting input or outputs

Allows outputs limitation values — High and low limits

Simple mode or band-mode with positive or negative safety.

Threshold, hysteresis and temporization adjustment (separately from rise or fall).
Direct access to thresholds setting.

Alarm memorizing and alarm deleting

Separately on each alarm

Separately on each alarm

Cut Off - Resolution 1 or 10 digits - Comma - Filtering - Joystick locking
Contrast display setting

TECHNICAL CHARACTERISTICS

Voltage input 3MQ
Supply / Input 2500Vac, 50hz, 1mn
Current output <700Q Input / Analogue Output 2500Vac, 50hz, 1mn
Voltage output > 2kQ
Ana. output 1/Ana. output 2 Sans
Supply / Ana. Output 2500Vac, 50hz, 1mn
Current output <20 pA <4Va
Voltage output <10mV
20Vdc - 240Vdc
80Vac - 256Vac 50 - 60 Hz
Precision class 0.1%
o ) ) Operating temperature -10°C/+60°C
Digital Conversion/Analogue output 16 bits
Storage temperature -25°C/+80°C
IP20
< 25ppm
PP Tropicalization
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INPUTS -
IN IN
PNP 1/500V GND
11 12 13 14 15 16
IN POWER
NPN 15V
- OUTPUTS
mA O Vv mA O \Y
23 24 25 26 27 28
Output 1 Output2
Relay 1 Relay 2
17 19 18 20 22 21
-(---1] Power supply input
Without polarity
1 2 20Vdc - 240Vdc
80Vac - 256Vac 50 - 60 Hz
106,00
D. - 17 18 19 20 21 22
imensions m

Case

Width: 17.5 mm maximum
Height: 76 mm

Depth: 106 mm
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